-l

CAST IRON CHAMBER - USE IN ——

TGO BE FINISHED AT
GROUND SURFACE LEVEL

DN150 PVC ACCESS TEE —————————

CAST IRON COVER -
LID VALVE ACCESS

—— SEAL END OF CONDUIT WITH
'PRESTIK" OR OTHER
EQUIVALENT SEALANT

J =l =T

TRAFFIC AREAS

!
|
o)

/)
émm? BLACK CABLE / /
\/ S
7/
y, 7

==l =T,

CONCRETE RING

JUNCTION BOX FOR
REFERENCE CELL

150 BIA PVC SEWER PIPE

ROAD FOOTPATH CONNECTIONS
- = SEE DETAIL A - SHEET 06
o — [—
1=l =T | L=/ ==

| \
i - CATHGDIC PROTECTION
! ! TEST POINT, STREET BOX
i i AND COVER. SEE SHEET 13
i i

BN20 PVC PIPE FOR WATERING ! ! NOTE 2

REFERENCE CELL WITH 4 TO ! !

ALLOW WATER TO FLOW i i

=7 .

| |
| |
| |
| |
| |
| |
| |
' ; CATHODE

i CATHODE CABLE ,
S| g g g g g gy g g g g g e gy g g g g iy g g g gy g g g g g g gy g gy 9 ______________________ —

i'f\. \ / CABLE

STRUCTURE CONBUIT REMOVED FOR CLARITY
CONNECTION y ] =
/ TOTR ——=
CATHODE \__ 25 mm PVC CONDUIT REFERENCE CELL CABLE REFERENCE CELL CABLE
CONNECTIGN \ NOTE & NOTE &
DN150 PVC SEWER PIPE
WHITE PAIR TO CELL
CABLES ~ § ORANGE/BLUE PAIR TO STRUCTURE
= NOTE 3
<
m
G ppe g
TGP OF CELL NOTES:
- 1. FOR REFERENCE CELL ASSEMBLIES LOCATED OUT GF TRAFFIC AREAS, REFER TO BRAWING
s x STD-04-00001 06,
CuSO. REFERENCE CELL (BORIN MANUFACTURING TYPE 2. JUNCTION BOXES SHALL NOT BE FIXED TO THE STREET BOX AND SUFFICIENT CABLE SLACK
~ SRE-007-CUY OR EQUIVALENT) INSTALLATION IN PROVIDED TO REMOVE BOXES (MIN. 500mm) OUT OF THE STREET BOX FOR TESTING.
ACCORDANCE WITH INSTRUCTION SHEET SUPPLIED 3. FOR WIRING DETAILS SEE BRAWING STD-04-00001_06.
600 WITH REFERENCE CELL. BACKFILL WITH NATIVE SOIL L. REFERENCE CELL CABLE SHIELD SHALL BE EARTHED TO EARTH STRIP AT TR UNIT.
WATER MAIN NOT SAND. OR APPROVED EQUIVALENT 5. CAST IRON CHAMBER AS PER BRAWING 4005-30007-01.
6. CAST IRON STREET BOX SHALL BE SET TO THE FINISHED SURFACE LEVEL OR SLOPE OF THE RGAD
REVISION PANEL DESIGN PANEL TOTAL SHEETS:
Rev] DATE | DRN DETAILS APR [CURRENT REV 03/06/22|DESIGNED:  03/06/2022] AUTHORISED: SA WATER STANDARD DRAWING A 3 PROJECT No: X0000? W ‘ O
AUTHORISED R. SALAZAR ROMERO KINGSLEY BROWN STANDARD CATHODIC PROTECTION SHT SIZE : REVISION
of Soh osrtia MAXIMO ID:
KINGSLEY BROWN  [pRAWN.  03/06/2022| SIGNATURE
SIGNATURE This drawing is the property of the REFERENCE CELL ASSEMPLY SUPERSEDES:

10103706722 (D

ISSUED FOR USE

RSR

C. DOUGALL

REVIEWED: 0370672022
KINGSLEY BROWN

o &

CURRENT REV CONTRACTOR

CURRENT REV PROJECT

CONTRACTOR

SCUTH AUSTRALIAN

@ WATER CORPORATION

and shall nof be copied or modified
in part or in whale without authorization

CATHODIC PROTECTION
(PAVED AREAS)

DRAWING NUMBER

STD-04-00001 07

9



AutoCAD SHX Text
TOTAL SHEETS:

AutoCAD SHX Text
DRAWING NUMBER

AutoCAD SHX Text
A3

AutoCAD SHX Text
PROJECT No:

AutoCAD SHX Text
MAXIMO ID:

AutoCAD SHX Text
and shall not be copied or modified

AutoCAD SHX Text
in part or in whole without authorization.

AutoCAD SHX Text
SOUTH AUSTRALIAN

AutoCAD SHX Text
This drawing is the property of the

AutoCAD SHX Text
C

AutoCAD SHX Text
WATER CORPORATION

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
SHT SIZE

AutoCAD SHX Text
SUPERSEDES:

AutoCAD SHX Text
REV

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DRN

AutoCAD SHX Text
DETAILS

AutoCAD SHX Text
REVISION PANEL

AutoCAD SHX Text
APR

AutoCAD SHX Text
DESIGNED:

AutoCAD SHX Text
DRAWN:

AutoCAD SHX Text
REVIEWED:

AutoCAD SHX Text
AUTHORISED:

AutoCAD SHX Text
SIGNATURE:

AutoCAD SHX Text
AUTHORISED:

AutoCAD SHX Text
SIGNATURE:

AutoCAD SHX Text
CURRENT REV

AutoCAD SHX Text
DESIGN PANEL

AutoCAD SHX Text
CURRENT REV CONTRACTOR:

AutoCAD SHX Text
CONTRACTOR:

AutoCAD SHX Text
Government

AutoCAD SHX Text
of South Australia

AutoCAD SHX Text
CURRENT REV PROJECT:

AutoCAD SHX Text
STD-04-00001_07

AutoCAD SHX Text
SA WATER STANDARD DRAWING

AutoCAD SHX Text
STANDARD CATHODIC PROTECTION

AutoCAD SHX Text
REFERENCE CELL ASSEMPLY

AutoCAD SHX Text
CATHODIC PROTECTION

AutoCAD SHX Text
(PAVED AREAS)

AutoCAD SHX Text
X00002

AutoCAD SHX Text
R. SALAZAR ROMERO

AutoCAD SHX Text
03/06/2022

AutoCAD SHX Text
C. DOUGALL

AutoCAD SHX Text
03/06/2022

AutoCAD SHX Text
KINGSLEY BROWN

AutoCAD SHX Text
03/06/2022

AutoCAD SHX Text
KINGSLEY BROWN

AutoCAD SHX Text
ORIGINAL SIGNED

AutoCAD SHX Text
1.0

AutoCAD SHX Text
KINGSLEY BROWN

AutoCAD SHX Text
03/06/22

AutoCAD SHX Text
ORIGINAL SIGNED

AutoCAD SHX Text
1.0

AutoCAD SHX Text
03/06/22

AutoCAD SHX Text
CD

AutoCAD SHX Text
ISSUED FOR USE

AutoCAD SHX Text
RSR

AutoCAD SHX Text
6mm² BLACK CABLE

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
PIPE &

AutoCAD SHX Text
TOP OF CELL

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
DN150 PVC ACCESS TEE

AutoCAD SHX Text
CAST IRON COVER -  LID VALVE ACCESS

AutoCAD SHX Text
CONCRETE RING

AutoCAD SHX Text
NOTES: 1. FOR REFERENCE CELL ASSEMBLIES LOCATED OUT OF TRAFFIC AREAS, REFER TO DRAWING FOR REFERENCE CELL ASSEMBLIES LOCATED OUT OF TRAFFIC AREAS, REFER TO DRAWING STD-04-00001_06. 2. JUNCTION BOXES SHALL NOT BE FIXED TO THE STREET BOX AND SUFFICIENT CABLE SLACK JUNCTION BOXES SHALL NOT BE FIXED TO THE STREET BOX AND SUFFICIENT CABLE SLACK PROVIDED  TO REMOVE BOXES (MIN. 500mm) OUT OF THE STREET BOX FOR TESTING. 3. FOR WIRING DETAILS SEE DRAWING STD-04-00001_06. FOR WIRING DETAILS SEE DRAWING STD-04-00001_06. 4. REFERENCE CELL CABLE SHIELD SHALL BE EARTHED TO EARTH STRIP AT TR UNIT. REFERENCE CELL CABLE SHIELD SHALL BE EARTHED TO EARTH STRIP AT TR UNIT. 5. CAST IRON CHAMBER AS PER DRAWING 4005-30007-01. CAST IRON CHAMBER AS PER DRAWING 4005-30007-01. 6. CAST IRON STREET BOX SHALL BE SET TO THE FINISHED SURFACE LEVEL OR SLOPE OF THE ROADCAST IRON STREET BOX SHALL BE SET TO THE FINISHED SURFACE LEVEL OR SLOPE OF THE ROAD

AutoCAD SHX Text
SEAL END OF CONDUIT WITH 'PRESTIK' OR OTHER EQUIVALENT SEALANT

AutoCAD SHX Text
STRUCTURE CONNECTION

AutoCAD SHX Text
CATHODE CONNECTION

AutoCAD SHX Text
CuSO4   REFERENCE CELL (BORIN MANUFACTURING TYPE 4   REFERENCE CELL (BORIN MANUFACTURING TYPE   REFERENCE CELL (BORIN MANUFACTURING TYPE - SRE-007-CUY OR EQUIVALENT) INSTALLATION IN ACCORDANCE WITH INSTRUCTION SHEET SUPPLIED WITH REFERENCE CELL.  BACKFILL WITH NATIVE SOIL NOT SAND. OR APPROVED EQUIVALENT

AutoCAD SHX Text
REFERENCE CELL CABLE NOTE 4

AutoCAD SHX Text
CATHODE CABLE

AutoCAD SHX Text
CONDUIT REMOVED FOR CLARITY

AutoCAD SHX Text
150 DIA PVC SEWER PIPE

AutoCAD SHX Text
DN150 PVC SEWER PIPE

AutoCAD SHX Text
WHITE PAIR TO CELL  ORANGE/BLUE PAIR TO STRUCTURE

AutoCAD SHX Text
CABLES

AutoCAD SHX Text
NOTE 3

AutoCAD SHX Text
CELL

AutoCAD SHX Text
CAST IRON CHAMBER - USE IN TRAFFIC AREAS

AutoCAD SHX Text
ROAD

AutoCAD SHX Text
FOOTPATH

AutoCAD SHX Text
DN20 PVC PIPE FOR WATERING REFERENCE CELL WITH   TO 110 TO ALLOW WATER TO FLOW

AutoCAD SHX Text
JUNCTION BOX FOR REFERENCE CELL CONNECTIONS SEE DETAIL A - SHEET 06

AutoCAD SHX Text
CATHODIC PROTECTION TEST POINT, STREET BOX AND COVER. SEE SHEET 13 NOTE 2

AutoCAD SHX Text
TO TR

AutoCAD SHX Text
25mm PVC CONDUIT

AutoCAD SHX Text
REFERENCE CELL CABLE NOTE 4

AutoCAD SHX Text
CATHODE  CABLE

AutoCAD SHX Text
TO BE FINISHED AT GROUND SURFACE LEVEL


	Sheets and Views
	STD-04-00001_07-SHEET1 (2)


		2022-08-18T16:19:23+0930
	Kingsley Brown
	Approved


		2022-08-18T16:20:10+0930
	Kingsley Brown
	Approved




